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ZyXEL G-570S Standard Version
release V1.00(ZJ.1)C0]|2006/02/16
Release Note

File Name:
ZLyxel_G-570S_V1.00 (ZJ.1) C0_20060110.rmt (used by F/W upgrade)

Supported Platforms:

ZyXEL G-570S (HW0.2/HWO.1)
Software Base Versions:
Notes:

Known Issues:

TX throughput =l F

54Mbps Fixed Ratelsf, ML\J_&)” 24Mbps £l

Wireless Client Roaming el 30%)

Radio disabled 7 & » RId¥WPA- PSKﬂ" Y crash, ;ﬁ,l;ﬂﬁﬁfﬁﬁ

Multiple web/telnet log in ™ &% jf ]"\Lﬁfﬂ

The OTIST in this version can not use an empty key.

The OTIST does not support WEP152 at this version from Web configurator.

In wireless client mode, device can not get IP from DHCP server when WPA/WPA2-PSK is used.

CI Command List:
Main Features:

OO\‘I@O‘I»—%CJJ[\DH

Release History:
V1.00(ZJ.1)C0]2006/01/16:

Formal release based on ZJ1B1

V1.00(ZJ.1)B1]2006/01/16:
1. [bug fixed]
Fix German UI wording issue on ZJO CO.

V1.00(ZJ.0)C0|2005/11/08:
2. [bug fixed]
problem When OTIST in progress. The G-570S can configure the others setting.

V1.00(ZJ.0)B9]|2005/10/27:

3. [bug fixed]
192, 194, 199, 232-236. 239-242. 247-251. 254, 255
[ZyXEL Reported-Bug fixed]
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problem OTIST does not work with empty key

problem WEP Help Icon

problem Wizard showed different encryption mode from Web

problem Fragmentation doesn” t work in TKIP

problem Reset default. The H/W start OTIST didn’t successful

problem Finish the Wizard setting. The IE browser showed ZyWALL 1050 name

4. [bug remaining]
5. [bug limitation]

V1.00(ZJ.0)b8]|2005/10/17:
1. [bug fixed]

1.fix bug : AP set WPA-PSK&WPA2-PSK mi1x mode » neither Intra-BSS enable nor disables,

STA can’t communicate with each other.

2. [bug remaining]
24: pending
191
193: fEphrasel TFTB5E A%
182: JKPFWLANIILED[IBLWIAE 2 fispecification P AN—E0, THiIA
3. [bug limitation]
185: I THTTP Server NSCFFIF A M3 AF, St RN —MIEIATE B, AW K157 ey BB 8 bl
143: according to the specification of 802.11, this behavior is allowed
188: £~ 3E M [A] AAN—3E AT LIF BIDHCP ClientZRIRHI TP hE

V1.00(ZJ.0)B7]|2005/10/10:
1. [bug fixed]
11, 125, 153, 178, 181, 183, 184. 186, 187. 189. 190. 192. 194
2. [bug remaining]
24: pending
191
193: fEphrasel I Bt 5E ik
182: KPFWLANILED[IBLWIAE 2 firspecification P A2, TEHiIA
3. [bug limitation]
185: I THTTP Server N3CFFIF A M3 AE, St RN —ANIBIATE B, 2SN K157 By 0B 8 bl
143: according to the specification of 802.11, this behavior is allowed
188: FE—3E M) A A — € AT LAAF FIDHCP Client ZRH K IPHihE:

V1.00(ZJ.0)B6|2005/09/29:
1. [Enhancement]

Change bootloader to meet EMI requirment
2. [bug fixed]
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23, 86, 87. 119, 125, 127. 135. 145. 147, 149, 151, 152, 158-168. 169. 170. 176. 177
3. [bug remaining]

24, 89, 153, 179, 180
4. [bug limitation]

178&181: HTZyXELIMHT K, X A&

81. 154, 96: i E—illil Ci&fix, HSEARRK A LKIE

146: I A

V1.00 (ZJ.0) b5 |2005/09/24

1. [bug fixed]

. Add Mulit-Language Ul

. Fix the problem “ ¥ FﬁASCH“U FVEE

. Fix the problem “RADIUS Server% ﬁsecreti&fgf T'[f? |- *~applyff & f 3%

. Fix the problem “WPA2™ Rekey[ i &

. Fix the problem “Enable Global-Key Update f{ » =k disable”

. Fix the problem “Wireless Clientf5i= "™ Lauth typeT M |WPA & WPA2:ﬁfﬁlﬁ[ 5/l

. Fix the problem “J[If\l 7 OTISTT}'I enable WPA-PSKF | ?JJ"J[Ii'f,‘ﬂ'[JOTISTﬁJﬁ:i};}VF’ ’

. Fix the problem “MAC Filter /[ * MACJN & | "a[{§L [T P 50 * 5715 © MACE™
9. Fix the problem “Wireless Clientfgi=t ™ T H:ﬁ‘; EIPX >

10. Fix the problem “Wireless Clientf$=' ™" auth typeit*~openfif fi' I'| #{Ishared authfi AP;f[+1”
11. Fix the problem “{<¢>¥device name’r {"3{fi ' |[F 'ElfJnameﬁ;%é

12. Fix the problem “Wireless Clientf X, ¥, auth type /)% 17 WPA & WPA2Z i i L

0NN R W

V1.00 (ZJ.0) b4 |2005/09/16

1. [bug fixed]
1. Fix the problem of memory leak
2. Improve througput

3. Change redboot
4. Fix Ul bugs

V1.00 (ZJ.0) b3]2005/09/05
1. [bug fixed]
1. Add log clear function
2. Improve througput

3. Change redboot
4. Change Ul bugs

V 0.9.0.NB_1]|2005/8/21
1. [bug fixed]

1. Change Webserver and Ul
2. Fix the problem “Crashing often appear when switch from WPA2 to WPA”
3. Fix the problem “Crashing sometimes appear when switch from AP mode to STA mode”

V 1.0.1.NB_2 |2005/0803
2. [bug fixed]
1. Change ssh to telnet
2. Fix the bug “J&i FHIWPA2 #wep, i % Global-Keylf, auth<:4ifopen system. CLI¥ & ok”
3. Fix the problem “Connections il #.ifiRescan, 7ECLIF T ERELAS”
4. Fix the problem “Default AP, Country/Region¥ 5 k& i) {E”
5. Fix the problem “4%#filMax STA NUMIJj g JE 24"
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6. Fix the problem “Can't get AP list when STA mode”

7. Fix the problem “STA can’t connect to AP with WPA2 authencator type settings when AP power, but
setting it manual, it's ok”
8. Fix the problem “11g only#i:X /& fsuperG, ££ K& f1 F— Bt a5 Can—AN /P , AP & AS Hibeacon”
9. Add support of WPA & WPA2 mixed mode
10. Add support of packet rekey

11. Add support of XG623G card

12. Fix the problem “Crashing often appear when switch from WPA2 to WPA”

13. Fix the problem “Crashing sometimes appear when switch from AP mode to STA mode”

Note: those problems related UI have not been resolved for the reason that Ul and web server will be replaced with new
one some days later.

V RDC.0.w.1.0.0.NB_alpha_2005_0716A_LEE|2005/07/16

A Summary of This Release

Known Issues:
Sometimes crashing when switch from WPA2 to WPA or switch from AP mode to STA

1

2
3

4
5

mode

Can’t get AP list when STA mode
STA can’t connect to AP with WPA2 authencator type settings when AP power, but
setting it manual, it's ok

function radio does not supported on web now.

Mac system of AP doesnot perfect yet

Telnet and CLI Command:

G-570S Command List

Command Class List Table

Get Command

Set Command

Del Command

Other Command

Get Command

Home

Command

Description

get

All commands beginning with “get”
show relative infomation

system

display

all information of subnode

of system

device name

display

device name

ethstats

display

ethernet status

macaddr

display

MAC address of device

country

display

doumain/region

version

display

firmware version

bridge

display

bridge infomation

iptype

display
obtains

the way that the bridge
IP address

ipaddr

display

IP address of bridge

netmask

display
bridge

subet mask address of

gateway

display

gateway of bridge

radius

display

all information of the

radius authentication server
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auth

display all information of the
radius authentication server

ipaddr

display IP address of radius
authentication serverdengyixia

port

display port using for radius
authentication service

secret

display key using for radius
authentication service

wlan

display all information of wlan

association

display association list of device

acl

display information about ACL

mode

display mode of ACL function

list

display all MAC in ACL list

authentication

display authentication type

encryption

display encryption type

beaconinterval

display wireless beacon interval

channel

display channel that device work on

dtim

display wireless DTIM

fragmentationthreshold

display wireless RTS threshold

hide ssid

display whether hide ssid or not

Intra-BSS Traffic

display enable Intra-BSS traffic
function or not

key

display all keys using for WEP
encryption

type

display key type

[1121314]

display key [1121314] using for WEP
encryption

default

display default key No. used by WEP
encryption

passphrase

display passphrase

maxconnectionnum

display the number allowed to
connect with the device

operationmode

display which mode that the device
work on

power display power
preamble display preamble type
radio display enable radio or not
rate display data rate of AP
remoteap
aptrepeater [1121314] | display one or all remote MAC
bridge [1121314] display one or all remote MAC
ssid display SSID of AP
super-G display enable super-G or not
turbo-G display enable trubo-G or not
wirelessmode display wireless mode
wlanstats display WLAN status
wpa display all information about WPA

keyupdate mode

display key update mode

keyupdate interval pkt

display key update condition by
packets

keyupdate interval sec

display key update condition by
time
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psk

display WPA-PSK or WPA2-PSK key

reauthtime

display reauth-time

wmm

display enable WMM function or not

Set Command Home
Command Description
set
system
device name <device name> set device name
bridge
iptype <DHCP clientlstatic IP> | set the way that the bridge
obtains IP address
ipaddr <ipaddr> set IP address of bridge
netmask <netmask> set subet mask address of
bridge
gateway <gateway> set gateway of bridge
radius
auth
ipaddr <ipaddr> set IP address of radius
authentication
serverdengyixia
port <port > set port using for radius
authentication service
secret <secret > set key using for radius
authentication service
wlan
acl
Mode <denyldisabledlenabled> set mode of ACL function
list <mac list> set MAC to ACL list
authentication <(WPA+WPA2) with set authentication type
Radius | (WPA+WPA2)-PSK|Legacy
802.1XINone IWEPIWPA with
Radius IWPA-PSKIWPA2 with
Radius [WPA2-PSK>
encryption <weplaes|tkiplaes+tkiplnone> set encryption type
beaconinterval <20-1000> set wireless beacon
interval
channel <channel> set channel that device
work on
dtim <1-255> set wireless DTIM
fragmentationthreshold | <256-2346> set wireless RTS threshold

hide ssid

<enabledldisabled>

enable hide ssid or not

Intra-BSS Traffic

<enabledldisabled>

enable Intra-BSS traffic
function or not

key

type <64hex|128hex|152hex>

set key type

<1121314> <key>

set key [1121314] using for
WEP encryption

default <1121314>

set default key No. used by
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WEP encryption

passphrase <passphrase>

set passphrase

maxconnectionnum

<1~32>

set the number allowed to
connect with the device

operationmode <aplaptrepeater|bridgelwireless | set which mode that the
client> device work on
power <12%125%!50% | Full IMin> set power
preamble <dynamicllong> set preamble type
radio <enabledldisabled> set enable radio or not
rate <rate> set data rate of AP
remoteap
aptrepeater <1121314> <MAC addr> | set remote MAC
bridge <1121314> <MAC addr> set remote MAC
ssid <ssid> set SSID of AP
super-G <enabledldisabled> enable super-G or not
turbo-G <enabledldisabled> enable trubo-G or not

wirelessmode

<802.11b onlyl802.11g onlylAuto
(11g/11b)>

set wireless mode

wpa
keyupdate mode set key update mode
<never |packets|seconds>
keyupdate interval pkt set key update condition by
<100~3600> packets
keyupdate interval sec set key update condition by
<100~3600> time
psk <psk key> set WPA-PSK or WPA2-PSK key
reauthtime <100-3600> set reauth-time

wmm <enabledldisabled> enable WMM function or not

Del Command Home
Command Description
del
wlan
acl
list <one MAC addr | all> delete one or all MAC in ACL list
key delete all keys using for WEP
encryption
<1121314> delete key <1121314> using for WEP
encryption
passphrase delete passphrase
remoteap

ap+repeater <1121314>

delete one of <1121314> remote MAC

bridge <1121314>

delete one of <1121314> remote MAC

Other Related Command
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Command Description
password change password
reboot reboot system
default default AP
exit logout current user
quit quit CLI
help show help
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